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* l  EXPERIMENTS ON TAIL-WHEEL SHIMMY 

By 0. Dietz and R. Etarling 

ABSTRACT 

Model tests on the 'lrunning belt" and tests with a full-scale tail 
wheel were made on a rotating drum as well as on a runway in order to 
investigate the causes of the undesirable shimmy phenomena frequently 
occurring on airplane tail wheels, and the means of avoiding them. 
small model (scale 1:lO) permitted simulation of the mass, moments of 
inertia, and fuselage stiffnesses of the airplane and determination of 
their influence on the shimmy, whereas by means of the larger model with 
pneumatic tires (scale 1:2) more accurate investigations were made on 
the tail wheel itself. 
agreement with one another and with the model values. 

The 

The results of drum and road tests show good 

Detailed investigations were made regarding the dependence of the 
shimmy tendency on trail, rolling speed, load, size of tires, ground 
friction, and inclination of the swivel axis; furthermore,, regarding the 
influence of devices with restoring effect on the tail wheel, and the 
friction damping required for prevention of shimmy. 

Finally observations from slow-motion pictures are reported and 
conclusions drawn concerning the influence of tire deformation. 

Experimentelle Untersuchungen tber das Spornradflattern. It Zentrale * I1  

f-b wi s s ensc haf tlic hes Ber ic ht m e  sen cber Luftf ahr tf or s chung des General- 
luftzeugmeisters (Zm), Forschungsberlcht Nr . 1320, Berlin-Adlershof, 
Nov. 25, 1940, pp. 1-101. 

'Furthermore, a film on "Tail-Wheel Shimmy" has been made by the 
Forschungsinstitut fiir Kraftfahrwesen und Fahrzeugmotoren an der Techni- 
schen Hochschule Stuttgart (Research Institute for Automobilism and 
Vehicle Motors at the Technical Academy Stuttgart) with the cooperation 
of the Reichsanstalt f& Film und Bild in Wissenschaft, Erziehung und 
Unterricht (State Institute for Film and Pictures in Science, Education, 
and Instruction), Berlin. 
archive of the ZWB as standard silent film and as microfilm (16 mm). 

This film may be found in the film and photo 
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I. PROBLEN OF TAE INVFSTIGATIONS 

The laterally swiveling nose or tail wheel on an airplane which 
adjusts in rolling into a stable equilibrium position sometimes shows a 
tendency toward undesirable shimmying motions. In this shimmy the wheel 
axis performs oscillatory movements in the lateral direction about a 
swivel axis which is usually vertical or  slightly inclined in the travel 
direction. The wheel continues rotating about its axis, the tire partly 
slides on the runway, as shown by the rubbing tracks of a shimmying tail 
wheel on a tar-macadam runway, figure 1. The consequences are: consid- 
erable wear on the tire; frequently noticeable, undesirable vibrations 
in the airplane due to mass forces of the tail wheel; and the danger for 
this wheel of having steering members ripped off. 

Investigation of the causes of these shimmy phenomena and of the 
means to their elimination fulfills an urgent requirement. 
that individual shimmy control measures have become known and have been 
applied. The fundamental relationships, however, were unknown. The 
greatest influence is, doubtlessly, exerted by the wheel trail, the 
rolling speed, the wheel load, and the damping of the rotary motions of 
tie swivel axis. 

It is true 
-A 

11. TEST METHOD AND MODEL LAWS 

In order to obtain a general idea of the conditions for tail-wheel 
shimmy, the simpler model method is used instead of the expensive and 
more time-consuming tests with full-scale dimensions. Therein, the axis 
of the tail wheel stands still while the "running road" represented by 
an endless belt (ref. 1) moves contrary to the direction of travel. 
method has been used successfully several times at the Stuttgart Institute 
for Automotive Research; very good agreement with actual full-scale condi- 
tions resulted (ref. 2). The present experiments also were supplemented 
by full-scale tests, and the correctness of the model method was thereby 
further confirmed. 

This 

The first condition for use of the model method is observance of 
geometrical similitude. 
have already been basically developed (ref. 1). 
and full-scale values are indicated below. 

The applicable model laws and their relationships 
The ratios between model 
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The scale of length A is fixed. The scales of the remaining 
parameters must be made to agree with the given physical relations and 

w' 
the possibilities of practical execution. It is advantageous if the 
ratio of the accelerations can be 1:l since then in occurring vertical 
motions the effect of gravity is the same for actual and model size. 
The unequal pressures of the tire on the ground alter somewhat the direc- 
tivity of the wheel; according to experience (ref. l), however, the effect 
on the oscillation process is slight. 

For investigation of tail-wheel shimmy, two model apparatus with 
One of them permitted investigation, "running belts" were available. 

with higher accuracy, of the behavior of the tail wheel in the scale of 
length 1:2 without influence of vertical motions of the airplane mass; 
the other apparatus permitted extensive simulation in the scale of length 
1:lO of all airplane parameters, such as fuselage stiffness, mass, and 
moments of inertia, and of their effects on shimmy. 

The scale factors for both scales are (with the ratios denoted by 
Greek letters) : 

Lengths h 

A Accelerations p = - 
2 

Times T = All2 

T 

h Speeds cp = - = 

bsses (specific weights 
T 

p = fi = A3 1:1) P 
Forces X = pp = h3 

Moments of inertia 0 = ? X T ~  = A5 

xh A3 
l l h  

Torsional rigidities 6 = - = 

Relative torsional 
rigidities referred 
to unit length 

Spring rigidities 

Stresses (T = - - 

4 6, = Xh = h 

X 
E = x = h2 

1: 2 

1:l 

1:1.41 

1:1.41 

1.8 x = ah3 = h2 

1:32 0 = = A 4 

1:32 

1: 16 

1: 4 

1: 2 

1:lO 

1:l 

1:3.16 

1:3.16 

1 : 100 

1: loo 

1 : 10000 

1 : 10000 

1: 1000 

1: 10 

1: 1 
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J 
Pressures R =: - h3 = h 

A2 

1:2 a = - = l  ah3 
A2 

1: 1 

1 : 1000 Moments = Xh = h4 1:16 = ah 3 h = h3 

The value a is a conversion factor with the aid of which the ratio 
of forces can be varied. 
parameters related to the forces. The forces transmitted from the runway 
by means of the friction contact with the tire to the ta-il-wheel systex 
which is capable of oscillation - chiefly lateral directing forces perpen- 
dicular to the wheel plane - vary in this case. However, they are in the 
same proportion to the remaining forces (in model as well as in actual 
full-scale conditions) only when equal ground pressures of the tires pre- 
vail. According to the table set up above the ratio of pressures must 
then be 

In the same ratio, there vary then also all 

wherein 5 signifies unit area. Hence there results the conversion 
factor a = k. 
may be arbitrarily selected, that is, the model dimensions are then 
fixed according to some other viewpoints. 

If the ratio of pressures R = 1 is not observed, a * 

111. COMPARISON OF RTL;L-SCAL;E AND MODEL TlRES 

E q u a l  behavior of the wheels, in actual as well as in model size, 
presupposes identical tire characteristics, such as lateral deformation 
and elasticity. For this reason, the model tests were carried out with 
pneumatic tires especially developed for this purpose. A standard 
automobile-tire valve provided on the model tire makes a simple checking 
of the tire-inflation pressure possible. 
to its inflation pressure, an outer diameter of 120 to 130 mm, the actual 
tire (tire size 260 x 85) one of 260 mm. 
the lengths, of 1:2, is preserved. 

The model tire has, according 

Therewith, the ratio between 

From figure 2, one may recogiize that the lateral deformations of 

The cornering forces of the rolling wheels in figure 3 
the two tires agree very well for approximately equal inflation pressure 
at standstill. 
also show good approximation. 
for maintaining the wheel at a certain yaw angle with respect to the 
direction of travel. 

We measured the cornering force required 

Therein a test speed of travel of 19 12712 km/h and 

2The numbers in brackets refer to the full-scale magnitude. 
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a ground-adhesive friction coefficient p~ = 0.7 were maintained. The 

provided with a rubber contact surface, that of the full-scale wheel on 
a rotating drum made of steel, of 1.6 m diameter. According to experi- 
ences so far, rotating drums of steel and tar-macadam or asphalt runway 
show good agreement in cornering force. 

cornering force of the model wheel was measured on the "running belt" J 

The elasticities of the tires in case of vertical load also show 
The model tire deflects for 6.5 kg E2 Q] by 4.8 mm good agreement. $. 6 mi. Experiments with the full-scale wheel showed, correspondingly, 

or approximately 50 kg load a deflection of 9 to 11 mm. 

IV. TEST ORGANIZATION AND VALUES USED 

(A) MODEL TESTS 

(1) Airplane Fuselage Torsionally Rigid About Longitudinal Axis 

The construction of the model tail wheel with arrangement of swivel 
axis and load is schematically represented in figure 4. 
a rests in a stirrup-shaped support b which can be rotated about the - -'\ 

The tail wheel ro 

g'- 
point 
possible. The swivel axis d is arranged rotatably in roller bearings 
and permits the tail wheel to be swivelled through 360~. 
swivel bearings is very slight; the damping caused by it may be varied 
within wide limits by additional damping 

c whereby a variation of lead or trail of the tail wheel is made 

fiiction in the 

2 .  

The bearing housing e of the swivel axis I s  hinged to the levers 
of the parallelogram linkage f which are placed on the lever g which 
in turn is rotatable and can be locked about the fixed point h. The 
axis through the fixed point is supported by a fixture adjustable in 
height which is placed on a table above a llrunning belt." 
belt attains speeds up to 15 m/s. 

h 
The running 

Figure 5 shows the various possible inclinations (angle p )  of the 
swivel axis with respect to the perpendicular and the resulting Variation 
in trail i which represents the distance of the point where the extended 
swivel axis penetrates the runway from the center of contact between wheel 
and ground. In the case of swivel-axis inclinations with positive angle 
p the wheel trail increases with growing inclination; for negative 
angle 
lead. 

p, in contrast, the trail decreases and may be transformed into 
Figure 6 shows a photograph of the test arrangement. 

The indicator a shows on the scale b the varying inclination p 4 

of the swivel axis. The s h i m  angle a of the tail wheel - that is the 
J 
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d 
deflection angle formed with the direction of travel during a rotational 
oscillation about the swivel axis - may be read off with the aid of the 
indicator c and the scale d.  

The loading is produced by weights k (figure 4) which act on the 
crank arm attached to the pazallelogram linkage by means of a control 
line with rope pulley. A tension spring inserted in the control line 
balances slight vertical motions of the swivel-axis housing and thereby 
wantees uniform load also in the case of an inclination of the swivel 
axis. 
then appearing horizontal components, may be neglected. 

The load variations occurring due to the deflection, caused by the 

The shimmy angle could be registered with a recording apparatus which 

With the aid of the scale provided on the swivel vis 
was connected with the swivel axis of the tail wheel via wire line and 
transmission lever. 
(d in figures 6 and ll), the recording apparatus could be calibrated with 
respect to the shimmy angle. 

In the case of the tail-wheel asrangement investigated first, on an 
airplane fuselage assumed to be torsionally rigid in the longitudinal 
axis, four different measures against shimmy were applied: 

(a) Friction dampin&.- Figure 7 shows the test setup with friction * damping. A compression spring a presses a molded-plastic disk b 
bolted to the swivel axis of the tail wheel on to the bearing housing 
of the swivel axis. 
is increased. 

ru'- 

1J 
c 

By tightening of the compression spring the damping 

(b) Two restoring springs on a transverse lever (fig. 8) . -  TWO 
tension springs act by means of a transverse lever b on the swivel axis 
rigidly connected with the latter sg that the wheel is led back into 
straight-ahead position after deviations. 
springing may be influenced by variation of the spring preloading, spring 
stiffness, and the length of the transverse lever. 

(c) One restoring spring on a longitudinal lever (fig. 91 . - A single 

The effect of this restoring 

spring a, acting through a longitudinal lever b, also is capable of 
exerting restoring moments on the tail wheel. 
by application of different spring preloadings and lever-arm lengths. If 
the wheel, lifted off the ground, is placed obliquely at a certain angle, 
the restoring moments appearing in rolling may be measured with a cali- 
brated spring balance which acts on a certain lever arm. 

These moments may be varied 

Arrangement of the restoring springs is mechanically simpler than 
the friction device. 

J 

4 

(d) Rolling pressure on a cam plate (fig. lo).- A roller a is 
pressed by means of a spring against a cam plate b which is rigidly 
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connected with the swivel axis and formed in such a manner that restoring 

according to arrangement of the cam plate or according to the magnitude 
of spring pressure. 

moments always act on the tail wheel. The restoring moment is modified I/ 

(2) Airplane Fuselage Torsionally Flexible in Longitudinal 

Axis; Consideration of Mass Distribution 

For investigation of the influence of torsional flexibility of the 
airplane fuselage on tail-wheel shimmy, the levers g shown Pn figure 4 
were connected with a longitudinal axis 
The fixed point h, according to figure 4, is unscrewed from the support 
frame for this purpose. The two levers g are rigidly connected with 
one another by a crosspiece which is screwed onto the longitudinal 
axis a, adjustable in height, figure 11. The entire parallelogram guide 
of the tail-wheel swivel axis therewith now hangs only on this longitudi- 
nal axis a and is laterally inclinable with it. The longitudinal axis 
a is spring-restrained in torque direction by a cross-bar spring 
(a, fig. 12). With the aid of the clamps b, figure 12, the cross-bar 
spring stuck through the longitudinal axis may be gripped at various 
lengths; the torsional flexibility is thereby variable. The torsional 
angle of twist may be read off the scale c 

a supported in bearings (fig. 11). 

e 

(fig. 12). 

To the longitudinal axis a, figure 11, there is screwed, moreover, 
a crosstube on which the lead weights 
of the moment of inertia about the "longitudinal airplane axis. It 

b may be shifted for adjustment 

This test arrangement, of the model-length scale 1:2, does not per- 
mit, it is true, an exact simulation of the parameters which will presum- 
ably exert an influence on the shimmy: 
torsional rigidity of the fuselage (f mkg)  and of the airplane moment of 
inertia about the longitudinal axis (Jx mkgs2). 

The reduction scale for Jx and c is, for h = 1.2, according to 

the values of the relative 

2 
the model laws mentioned: 

1: 32 

For a small airplane, one would have to have in the model 
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e 

Therein signify: 

G shear modulus 
,I 

torsional stiffness constant Jd 

GJd = c torsional rigidity in m2kg 

5 

3 

J 

J 

2 length of the airplane fuselage stressed with respect to 
torsion 

The maximum possible moment of inertia simulated on the model device 

= 260 mkg. Most important, the correct ratio of Jx can therefore not 
with scale 1:2 amounts to 

2 
be simulated. 

Jx = 0.05 mkgs2, the maximum relative rigidity to 

In order to discover, nevertheless, the effects of these airplane 
parameters and to prove that the simpler rigid clamping of the tail wheel 
at the parallelogram guide also suff'ices for investigation of the causes 
of shimmy, the arrangements schematically represented in figure 13 was 
used over a running belt. The airplane was simulated at the length 
scale 1:lO. A longitudinal pipe a of 22 mm diameter represents the 
airplane fuselage; transversely to it a pipe b is mounted for holding 
the wing masses. Weights c can be shifted on the longitudinal and on 
the transverse pipe for adjustment of the masses of hselage and wings. 

At one end of the longitudinal pipe a the tail wheel d is mounted 
the swivel axis e of which is supported in the housing f in roller 
bearings; the housing itself is rigidly connected with a round bar 
supported in roller bearings in the longitudinal pipe a. Tie round bar 
is clamped at its other end. 
spring for simulation of the torsional flexibility of the airplane 
fuselage. 

g 

In this manner, it acts as torsion-rod 

The recording apparatus h registers the shimmy motions, the 
recording apparatus i the vertical motions of the airplane fuselage. 

In place of wheels, the model airplane has been suspended on springs 
k which diverge obliquely upward; for low oscillation frequency about 
the longitudinal fuselage axis, there results thus only an insignificant 
influence on the tail-wheel shimmy, and a mean position of the longitudinal 
pipe is maintained. A rope 2 holds the model on the runway in the direc- 
tion of travel. 

A l l  freedoms of motion the actual airplane possesses have therefore 
been maintained in the model airplane with its tail-wheel swivel axis. 
The moments of inertia Jy and J, about transverse and normal axis 
therewith also take effect. 
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The values used on this airplane simulation correspond to a rela- 
tively small airplane and amount to: 

JX 

Full scale Model 

320 to 330 0.0337 mkgs2 

J 

640 to 720 0.068 mkgs2 JY 

JZ 960 to 1050 0.09% mkgs2 

Flying weight 2200 to 2650 26.5 kgs 

Torsional rigidity C/2  1.0 x 105 3 mkgs 

The torsional rigidity of the model arrangement amounts to only 
approximately one-thirtieth of the one required according to the model 
law. 

(B) F'UiX-SCALE TESTS 

(1) On the Rotating Drum 
4 

For the full-scale tests which were run parallel to the model tests, 4 
a full-scale tail wheel (wheel size 260 x 85) was placed on a drum of the 
automobile testing field having a diameter of 1.6 m (figs. 14 and 15). 
The tail wheel with shock-absorber leg was built into a frame and loaded 
with weights b by means of a crosslever a (fig. 14). The shimmy 
angle may be read off during the test on a scale By initial load of 
various magnitude, a restoring moment was tentatively exerted on the tail 
wheel by means of the two tension springs d. The trail of the tail wheel 
is adjustable. Figure 15 shows various openings in the tail-wheel fork 
into which the swivel pin is inserted for varying the trail. 

c. 

(2) On Level Road 

For investigation of the shimmy of tail wheels on the road and in 
the field, a passenger car with front-wheel drive is at disposal; the 
tail shock-absorber leg may be built in at the free rear end of this car 
(fig. 16). The adjustable load is applied by means of a control a r m  
by a compression spring b. A recording apparatus c registers the 
shimmy variation. 

a 

The wheel may be unloaded by means of the lever d. 
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V. TEST PERFORMANCE 

11 

4 i  

3 

The following influences on tail-wheel shimmy had to be investigated: 

Lead and trail of wheel 
Inclination of swivel axis 
Running speed 
Friction between wheel and runway 
Tail-wheel load 
Tire-inflation pressure and tire deformability 
Torsional rigidity of airplane fuselage 
Moment of inertia about longitudinal axis of airplane 
Vertical motions of airplane mass 
Damping of the shimmy motions 

In order to make a comparison between the single test series possible, 
first of all the friction between wheel and runway, running speed, and 
tail-wheel load had to remain always constant. 
special cases. 

They were varied only in 

The adhesive-friction coefficient in the model and drum tests could 
be kept within the limits pH = 0.4 and p~ = 0.5 by means of talcum- 
powder treatment of the runway. 
is, according to measurements, lower by about 5 to 10 percent. 

In case of grassy ground the coefficient 

The results of the model tests m y  be transferred, with the aid of 
the model-conversion factors, to the full-scale tail wheel. One of the 
main conditions for the transferability is the analogous lateral deforma- 
tion of the tire; according to experiments, there result then also like 
cornering forces on the ground in the case of oblique running (refs. 1 
and 3 ) .  A s  shown before in figures 2 and 3 ,  this agreement actually 
occurs. The performance of the measurement is represented in figure 14. 
The wheel with control line and dynamometer is held in an oblique running 
position with respect to the actual traveling direction. 
cedure was used for the model wheel. 

The same pro- 

The wheel load was in most cases 6.3 503 kg. Only in the special 
case of investigation of the influence of E ifferent wheel loads, the 
model wheel was loaded up to 9 kg. 

The running speed usually maintained was 19 [27] km/hr; at this 
speed the most violent shimmy occurred. 
operation, the running speed was increased up to 48 [TOTI km/hr. 

For representation of the landing 

J 

d 
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VI. TEST RESULTS 

(A) MODEL TAIL WTEEL 

(1) Preliminary Tests 

Admissibility of the simplifications made on the model arrangement 
at the scale 1:2 was clarified in preliminary tests. 

(a) Influence of the vertical motions of the airplane mass.- F r o m  
the arrangement of the swivel-axis guides for the model device at the 
scale 1:2 (according to fig. 4), there results the fact that the vertical 
motions of the airplane mass which actually occur in tail-wheel shimmy 
in case of inclined swivel axis and which show, in comequence, fluctu- 
ations in wheel load, are here eliminated up to a certain degree. 

In order to learn the influence of such vertical motions of the air- 
plane mass, running tests were performed on the free-suspended arrangement 
of the airplane fuselage with adjustable weights for fuselage and wing 
masses according t o  figure 13. The longitudinal pipe a representing 

adjustable mass 
spanning the running belt. 

the swivel axis were prevented. 

the torsional rigidity and the mass of the airplane fuselage, with the 

the ground pressure was kept constant. Also, the lateral oscillations of c 

4 

cl, was fixed in vertical direction by means of a support 
By springing the swivel axis in its housing, 

The simultaneously recorded motions of shimny and of the raising and 
lowering of the fuselage are reproduced in figure 17 for the torsionally 
flexible and the torsionally rigid fuselage. 
recordings, the vertical freedom of the fuselage was cut out and cut in. 
There occurs hardly a change in the shimmy recordings. 
ally flexible fuselage, thus for lateral inclination oscillations of the 
swivel axis, the shinnny angle increases slightly due to the vertical 
motions of the fuselage. 

In the course of the 

Only for torsion- 

Thus it may be assumed that no significant modifications of shimmy 
occur due to the simpler tail-wheel suspension according to figures 4 
and 5 at the model-length scale 1:2. 

(b) Influence of the wheel mass.- The tests on the simplified model 
device at the scale 1:2 could be performed only with a wheel, provided 
with a pneumatic tire and with a steel hub, of-0.91 kg weight i d  a moment 
of inertia about the axis of rotation 
oscillations originating for 30 mm trail, E O  km/b] running speed, and 
a road-traction coefficient p~ = 0.4 
right. 
shimmy deflections become larger. 

0 = 0.0114 cmkgs2. 

are recorded in figure 18, at 

The shimmy 

With the wheel load increasing from 6 through 9 to 12 kg, the 
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A fu l l - sca le  wheel t o  be compared with t h i s  model wheel, of a diam- 
e t e r  of 260 mm and a width of 85 mm, weigbs 1.64 kg and has a moment of 
i n e r t i a  0 = 0.104 cmkgs2. 
1:2, there  hence r e su l t  model values of G = 0.21 kg and 
The fabricated model wheel i s  therefore too heavy. 
f a u l t s  possibly a r i s ing  from t h i s  fact ,  a wheel of equal s i ze  w a s  made 
with a hub of li t metal. 
0 = 0.0068 cmkgsp which therefore s t i l l  has twice the required magnitude. 

With the conversion fac tors  val id  for  a scale 
0 = 0.0033 cmkgs2. 

In order t o  discover 

It weighs 0.45 kg and has a moment of i ne r t i a  

Figure 18, lef t ,  shows the shimmy phenomena f o r  the wheel with l igh t -  
metal hub fo r  d i f fe ren t  wheel loads, obtained under the same conditions as  
f o r  the wheel with s t e e l  hub. 

The deflections and osci l la t ion frequencies a re  approximately the 
same f o r  various ve r t i ca l  weights. 

It  may be assumed t h a t  a further reduction of the tail-wheel mass by 
about 50 percent - whereby the values t o  be compared of the ful l -scale  
wheel would be exactly simulated - would not cause a s ignif icant  change 
i n  shimmy tendency, e i ther .  

Further model. t e s t s  were therefore carried out with the model wheel 
with s t e e l  hub. 

(c)  Influence of tors ional  f l ex ib i l i t y  of the airplane fuselage and 
of the mass distribution.-  With the apparatus of the length scale 1:lO 
simulating an airplane (fig. 13), the influence of the tors ional  f l ex ib i l -  
i t Y  -j- GJa of the fuselage, and of the moments of i n e r t i a  Jx, Jy, and 

J, of the airplane was checked. 

I n  two t e s t  ser ies ,  the tail-wheel swivel axis was, one time, fixed 
so t h a t  it could not perform lateralmotions; the other time it could 
f ree ly  move, with the longitudinal pipe a representing the  airplane 
fuselage. 
on a running b e l t  with the swivel-axis housing fixed on a crossbeam. The 
housing contains the tail-wheel springing which produces the ground pres- 
sure corresponding t o  the airplane loading. 
ax is  thus corresponds t o  tha t  on the larger  model (scale 1:2, f i g .  4 ) .  

Figure 19 shows the arrangement of the model-airplane apparatus 

The positioning of the swivel 

I n  figure 20, the swivel-axis housing i s  f r e e  and the airplane model 
i s  now suspended only by two springs, with the t a i l  wheel held against 
the running be l t .  This system, capable of osci l la t ion,  i s  l i k e  the f u l l -  
scale airplane with respect t o  the  effects of the moments of i ne r t i a  of 
the airplane,  of the tors ional  r ig id i ty  of the fuselage, and of the posi- 
t i o n  of the center of gravity. 

The recordings of the tail-wheel osc i l la t ions  thus obtained are  
represented i n  figures 21 and 22. 
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Figure 21, top, shows the shimmy osci l la t ions fo r  fixed swivel axis 
and constant running speed EO ka/h]. 
av$rage, 45O, for  an osc i l la t ion  frequency of 24 [7.6J cycles per second. 
With the slow increase i n  running speed, shimmying ceases a t  [55 km/hf], 
with the osci l la t ion frequency r i s ing  t o  32 p0.1. cycles per second. 

"he shimmy angles are,  on the 

By release of the swivel axis, the shimmy motions become s l igh t ly  
more violent, the shimmy angle increases, a t  an osc i l la t ion  f r e  uency of 
18 D.71 cycles per second, t o  54' and i s  damped only a t  PO km7b] with 
a frequency of 30 L9.51 cycles per second, f igure 22. __. 

The osci l la t ion frequencies therefore increase approximately i n  the 
same proportion as the running speed. 3 

The first cause of t h i s  intensif ied osc i l la t ion  i s  the excess 
(30 times) bending f l e x i b i l i t y  of the longitudinal pipe (a i n  f ig .  13) 
representing the fuselage. "he en t i r e  swivel axis thus osc i l l a t e s  later- 
a l l y  paral le l  t o  i t s e l f ;  tors ional  osci l la t ions about the fuselage axis 
could hardly be observed. 

However, as f a r  as l a t e r a l  inclinations of the tail-wheel swivel axis 
appear due t o  the tors ional  f l e x i b i l i t y  of the airplane fuselage, they 

the two motions a f fec t  one another. 
w i l l  doubtlessly intensify the shimmy motions. It i s  worth knowing how P 

J' The model arrangement a t  the scale 1:2 permits l a t e r a l  inclinations 
of the swivel axis by springing of the longitudinal axes a representing 
the airplane fuselage (f ig .  11) i n  the tors ional  direction. "he re la -  

t ive ly  large torsional f l e x i b i l i t y  used here, of c = 136E.35 x 1 q m k g  

resu l t s  i n  the case of normal adjustment (load kg, running 
speed 
of inclination of the swivel axis y which are  plotted against the t r a i l  
i i n  figure 23. The moment of i ne r t i a  of the airplane represents the 
parameter. For larger 0 (03 and 04) angles of t w i s t  y averaging 2.5' 
or bo appear. The small moments of i ne r t i a  0 do not allow an angle of 
t w i s t  y larger than 2'. Comparing the therein occurring shimmy angles 
a 
sponding t o  a moment of i ne r t i a  0 of 0.013 [0.41] mkgs2 the shiqmy 
angles 
l a t e ra l ly  fixed swivel axis.  

2 
P = 6.3 

v = 19 L27] km/hr) i n  the angles of t w i s t  of the fuselage or angles 

i n  figure 24 one f inds tha t  up t o  angles of t w i s t  y = 2' corre- 

a are  only s l i gh t ly  larger than those originated i n  the case of 

Angles of t w i s t  y larger than 2' w i l l  hardly occur i n  an airplane. 

31n the further investigation of tail-wheel shimmy on the s t e e l  drum, 
the osci l la t ion frequency i s  discussed i n  more de t a i l .  .) 
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This effect of fuselage twist on shimmy becomes even clearer in the 
case of a still more flexible fuselage with 7 C = 56 b.8 x lo3] mkg, 

- 
figures 25, 26, and 2.7. The small moments of inertia 01 and 0 2  
result in angles of twist y up to 5' (figs. 25 and 26). Up to 7 = 50, 
again corresponding to 0 = 0.013 mkgs2, no real increase of the shimmy 
angle a can be ascertained, according to figure 27. Only when the 
angles of twist y increase to 7O to 12O, with moments of inertia 0 
above 0.01 mkgs2, the shimmy too increases considerably, up to shimmy 
angles of 100' to 135'. 

Since angles of twist up to 3' do not occur in the airplane fuselage, 
a significant influence on the shimmy by the airplane mass and the fuse- 
lage flexibility can thus not be expected as has been proved already by 
the tests with the smaller model. 
with rigidly fixed tail-wheel axis. 

The further tests may therefore be made 

(2) Main Tests 

(a) Without damping.- The main investigations were made with the 
laterally not inclinable swivel axis (figs. 4 and 5). 
influence of the torsional flexibility of the airplane fuselage is essen- 
tially eliminated. However, the preliminary investigation has shown that 
this may be done without significant error. 

"herewith the 

Below, the possible influences on tail-wheel shimmy are individually 
investigated. 

(a )  Trail: Probably the greates+, influence on tail-wheel shimny is 
exerted (as already shown by the prelbinary tests) by the mgnitlide of 
the wheel trail (i in fig. 5). 
and attempts sudden change to the trailing state. 
tion 
The wheel maintains any position oblique to the direction of travel it 
has been given. 
With increasing trail, the shimmy is intensified (figs. 28 and 29) and 
attains in the present case a maximum value at 30 [601 mm trail. 
ratio of trail to wheel diameter is 
increase of trail, the shimmy decreases again, and for 75 to 80 [150 
to l6d  mm trail stability exists. 
Cst - - - 8o = 0.62. 
and cst will be examined in further tests. 

A tail wheel with lead is always unstable 
The transitional posi- 

i = 0 represents the neutral equilibrium position of the tail wheel. 

With the appearance of trail, the wheel starts shimmying. 

The 
cfx = - = 30 ='0.23. With further 

d 130 

In this case, the factor 
The general validity of the proportional values cf2 130 

( p )  Inclination of swivel axis: Figures 28 and 29 also show the 
influence of the inclination 
direction plane perpendicular to the runway. 
in running direction (fig. 28), there originates the positive inclination 

p of the swivel axis in the running- 
By inclining the swivel axis 
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angle +p,  with the t ra i l  i being reduced. Due t o  th i s  inclination of the 

originate. 
icantly.  

swivel axis, restoring forces of the ground pressure about the swivel axis d 
However, the shimmy deflection i s  thereby modified only insignif-  

The pr incipal  influence i s  produced by the modified t r a i l .  

Inclination of the swivel axis contrary t o  the running direction 
( - p ) ,  figure 29, also resu l t s ,  for  a l l  inclinations investigated, i n  only 
a s l i gh t  influencing of shimmy by the restor ing forces. 

( y )  Rolling speed and t r a i l :  The shimmy tendency i s  influenced t o  
a great extent by the ro l l ing  speed. 
ends a t  an upper speed l i m i t .  The speed range w i t h  shimmy tendency, i n  
turn, i s  influenced by the wheel trail .  

Shimmying s t a r t s  a t  a lower, and 

In figure 30, the shimmy range is  represented as a function of 
ro l l ing  speed and trail .  
speed and ends i n  the present example a t  [60] t o  [7O] km/hr. 
unfavorable range of t r a i l  from 20 [40] t o  50 POq mm, the l imit ing 
speeds are spread apart  the far therest .  
th is  range, the more closely the l imiting speeds converge. Above 
i = 65 [I1301 mm t r a i l  and below 

Shimmying s t a r t s  throughout a t  [5] t o  [lo] h / h r  
In  the most 

The more the t r a i l  deviates from 

i = 7 [14] mm, no shimmy a t  a l l  occurs. 

The adhesive or s l iding f r i c t ion  on the ground therein plays a sub- 
ordinate role.  Only with additional damping about the swivel axis i s  the 
shimmying range reduced ( f ig .  30, long-dashed). 

i = 20 [40] mm, the shimmy angle Figure 31 shows how fo r  a t ra i l  of 
varies w i t h  the running speed. The speed w a s  reduced slowly from 
[55] km/hr. 
it decreases rapidly and ceases shortly before the wheel is  a t  s t ands t i l l .  

Maximum shimmy prevails a t  [l?] t o  [24 km/hr; afterwards, 

c 

s 

This dependence of the shimmy tendency of t a i l  wheels a l so  agrees 
with the resu l t s  obtained by Kantrowitz ( re f .  4 )  from numerical and 
experimental investigations which became known only a f t e r  the writ ing of 
the present report .  
running speed, a t  14 km/hr; with further increase i n  speed, the shimmy 
likewise decreases and ceases a t  50 t o  55 km/hr. 

There a maximum shimmying i s  reached, with increasing 

(6) Ground f r ic t ion :  Figures 31 and 32 show again the influence of 
For an adhesive-friction coeff ic ient  f r i c t i o n  between wheel and runway. 

p~ = 0.4, the maximum shimmy angle amax = 60' t o  TO0, f o r  p~ = 0.7 
it i s  amax 80'. These two f r i c t i o n  coefficients probably correspond 
t o  grassy ground and t o  a concrete landing runway i n  the actual  case. 

Outside of the range of maximum shimmy tendency, the differences i n  
shimmying are  generally very small. 
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(E) Load: As already shown by figure 18, shimmy increases with the 
The shimmy angle for three different loads is plotted against the 

The trail required for 

load. 
trail in figure 33. The maximum shimmy angle a amounts to 38O for 
3 kg load, to 60° for 6 kg, and to 7 6 O  for 9 kg. 
elimination of shimmy likewise increases with the load. 

By means of the lateral forces at the point of contact between tire 
and runway the shimmying tail wheel is supplied with energy and the oscil- 
lating tail-wheel system is thus excited. 
lateral forces increase and feed more oscillation energy into the tail- 
wheel system, in consequence of which the shimmy must be intensified. 
This process will be discussed more thoroughly later on. 

With rising wheel pressure the 

( 5 )  Stiffness of tires: The influence of the tire-inflation pressure 
which determines the tire stiffness has not yet been fully clarified. 
section VII, p. 24, some opinions regarding it are reported. 

In 

In figure 34, one can see how, with rising tire-inflation pressure, 
the shimmy angle a increases. The immediate cause is the improved 
cornering making its appearance in case of increased lateral stiffness of 
the tires, thus larger cornering forces for the same angular deflection 
on the ground. 

In the present tests, the maximum shimmy angle a increases from 
64' to 81°, for an increase in tire-inflation pressure from 0.5 to 1.5 
atmospheres gage pressure. 

In contrast, a laterally rigid wooden wheel is completely free from 
snimmy. Thus, a maximum shimmy tendency must exist for a certain tire 
hardness. If, therefore, the tire stiffness exceeds the one at which 
maxirricUn shimmy occurs, its further increase must cause a reduction or" 
shimmy. "his is in agreement with data from practice according to which 
the shimmy of an airplane tail wheel was reduced by increase of tire- 
inflatian pressure. 

(b) With damping.- (a) Friction: It suggests itself to prevent 
shimmy oscillations by frictional damping. According to figure 7, this 
can be done by braking the rotations of the swivel axis against its 
bearing housing. 

In the following photos, the shimmy without damping corresponds to 
that of the normal adjustment for 6.3 c501 kg wheel load, 25 [ 50 1 mm 
trail, 19 [271 km/hr speed, and 
tered by the recording apparatus and represented in figure 35, curve 5(a). 
The shimmy angle a therein amounts to 30' to 45'. By means of a mean 
friction moment of 1 [16] cmkg, the shimmy angle is reduced to one half 
(curve 3(b)), and by a friction of 1.9 [30) cmkg, a diminishing oscil- 
lation (curve 5(c)) is obtained. 

p~ = 0.4 to 0.5. The shimmy was regis- 

< 
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The variation of the friction moments required for the damping of 

For 9 [7q kg wheel load and J shimmy, as a function of the trail i, and for different wheel loads 
(6 and 9 kg), is indicated in figure 36. 
unfavorable trail, the friction moment must amount to 4.1 r65-l cmkg. 
inclinations +p 
frictional damping. 

P 

The 
of the swivel axis do not influence the nkcessary 

( p )  Spring restoring: Frequently, the attempt is made to counteract 
shimmy by spring restoring of the deflected tail wheel to its straight- 
ahead position. Since a shimmy of the tail wheel must be preceded by a 
disturbance in the rolling-off of the wheel, and since thus, for instance, 
also, an oblique ground contact, that is, a deflected tail wheel, has an 
exciting effect, an excitation of shimmy which could originate in an 
oblique ground contact of the tail wheel could be avoided in this manner. 

The effects of two (fig. 8) and of one restoring spring (fig. 9 )  were 
investigated. 
figure 37. 
the lever a r m  acting on the swivel axis, and of the spring characteristics 
themselves. 

The restoring-moment characteristics used are plotted in 
They were modified by variation of the spring compression, of 

As figures 38 and 39 show, an effective damping of shimmy by means 
of restoring springing is attained only with spring compressions of 15 

250 kg. 

4 

to 20 [io to 1607 kg. 
load is only 50 kg. 

In this case, the corresponding full-scale wheel 
The full-scale wheel, however, may be loaded with 

In the upper limiting range of shinmy, thus at speeds of b0 to 60, 1 
km/hr, where shimmy may be eliminated by slight changes, all restoring--' 
moments indicated in figure 37 had a damping effect of about the same 
magnitude. The upper limiting speed was then reduced for normal adjust- 
ment from [64 to p5 to 457 km/hr. 

Tests with 12 [96] kg load yielded, up to 20 [160] kg preloading 
(curve 20 x 9.3,  fig. 37), no damping of shimmy but resulted in strong 
shaking forces which were transmitted by the restoring springs to the 
test apparatus, thus for the full-scale case to the airplane. 

Where damping was present, it must be assumed that for such large 
spring forces the increase of friction in the bearings and at the points 
of rotation had an accompanying damping effect. 

(7) Restoring by cam plate and roller pressure: A restoring of the 

The curves 

The basic variation of the restoring moments 

tail wheel was attained with the apparatus according to figure 10 by means 
of radial pressure of a spring-loaded roller on a cam plate. 
plotted in actual size in figures 4O(a) and 40(b) yield maxlmum restoring 

is represented at right. 
moments of 15  and 10 cmkg. cr 

According to figures 41 and 42, diminishing 
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shimmy oscillations were attained with both curves. 
curve form according to figure 40(a), with its pronounced self -alinement 
in straight-ahead position, counteracted shinnny. 

Particularly the 

(B) FULL-SCALE TAIL WHEEL 

(1) Tests on the Rotating Drum 

In order to supplement the model tests and to check the transfer- 
ability of their results to actual conditions, running tests were per- 
formed with a wheel of the size 260 x 85 on the rotating drum (figs. 14 
and 15). 

The results of these tests for vertical swivel axis, different 
trails, and different loads are represented in figure 43. 
speed was 40 h / h r  and resulted in maximum shimmy deflections for a coef- 
ficient of lateral adhesion to the ground at standstill of 
to 0.8. 
employed here, the shimmy at first increases with the trail, reaches its 
maximum for i = 60 to 80 mm and diminishes for i = 120 mm. The ratio 
of trail to wheel diameter is for 

The running 

p~ = 0.7 
For the wheel pressures of 50 and 100 kg (250 kg permissible) 

!&ximum shimmy: 

Stability: Cst = 0.46 

Cfi = - - - 0.23 to 0.30 
d 

3y doubling the wheel pressure, tne shimmy angle becomes slightly more 
than twice as large. 

The influence of the running speed v on the shimmy for different 
trail i is expressed in figure 44. A s  in the model test, figure 30, 
the trail i has been plotted against the running speed v. To every 
trail there pertains here, too, a lower and upper limiting speed. 
case of speeds between both, shimmy occurs. 
lower trail value limit the shimmy range. 

In 
Likewise an upper and a 

In figure 44 the values are plotted for 50 kg wheel pressure and two 
different adhesion coefficients of the rotating drum of 
p~ = 0.78. 
pressure widens the shimmy range. 

p~ = 0.5 and 
Corresponding to the results obtained so far, a higher wheel 
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(2) Road Tests 

J With the test apparatus described according to figure 16, the tail 
wheel could be towed on the road by a passenger car. 
are slightly more pronounced than on the rotating drum; the reason prob- 
ably lies partly in the oscillations of the car body excited by road 
roughnesses, but mainly in the mounting of the swivel axis with respect to 
lateral-inclination motions, which is not quite as rigid as on the 
rotating drum. 

The shimmy phenomena 

Fundamentally, shimmy again at first increases with the trail, fig- 
ure 45, and then decreases. 
recognizable in the recordings of the shimmy variations in amplitudes of 
different magnitude. 

The influence of the road roughnesses is 

The tail wheel placed with the car on the rotating drum also shows 
these fluctuations of shimmy deflections when - as shown in row 111, 
figure 46 - the car body is set in vertical oscillation, and the tail- 
wheel pressure is thereby changed. 
laterally excited car body differ so much from the frequencies of tail- 
wheel shimmy that no mutual influence can be established. 

The natural oscillations of the 

.? 
The basic dependence on the trail does not change compared to the 

rotating drum; this is shown by the shimmy angles a plotted against the 
trail i in figure 47. In their magnitude also, the shimmy angles show 

shimmy angles of the vertically moved car body on the rotating drum are 
compared with those measured on the road. 

agreement for operation on the road and on the rotating drum when the ic 

(C) COMPARISON OF RESULTS FOR FULL-SCAL;E AND FOR MODEL TAIL WHEEL 

Since the tail-wheel drum and road tests had shown satisfactory 
agreement of the shimmy angles dependent on trail and running speed, the 
comparison of the results of the model tests and the d r u m  tests may be 
taken to be valid also as a comparison of the values of a model wheel on a 
running belt and a full-scale wheel on a stationary runway. 

In this comparison one must note, above all, the proportionality 
factors for lengths (1:2), speeds (1:1.41), and forces ( ~ 8 ) .  Comparing 
the influence of the trail on the shimmy angle of the model wheel (figs. 28 
and 29)  with the corresponding results of the full-scale wheel on the 
drum (fig. 43), one obtains the following comparative values: 
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Model F'ull -sc ale 
8 

d 

V 

d 

Load 6.25- fjq 
Speed 19 37j' 
Adhesive-friction coefficient 
Most unfavorable trail range 

p~ = 0.4 to 0.5 
20 to 40 mm EO to 8g 

Maximum shimmy angle u = 60° 

End of shimmy for a trail of 70 to 75 ItRn 
B40 L to 150 1161 

50 kg 
40 km/hr 
p~ = 0.6 to 0.8 
50 to 80 IEU 

26O (600 for 
100 kg wheel 
pres sure) 

120 to 130 mm 

If one takes into consideration that the running speed in the fu l l -  
scale test was too high and that the shimmy angle thereby must be smaller, 
and that on the other hand, the hig5er adhesive friction mder actual 
conditions increases the shimmy angle only slightly, the agreement of 
the most unfavorable trail range and of the maximum trail value at which 
shimmy still occurs, may be called satisfactory. 

Figure 48 gives a comparison of the initial and end speeds of shinmy 
obtained on the model on the running belt and under actual conditions on 
the drum, which can be altered considerably even by minute influences. 

The values of limiting trail obtained with corresponding adjustments 
result generally in coinciding curve lines. The upper limiting speed is 
for the model 72 [102) km/hr, for full scale 120 km/hr. 
iting value of trail is for the model 62 [~4] mm, for full scale 108 m. 
The lower limiting values are in good agreement with 10 [20]  rmn in every 
given case. 

The upper lim- 

VII. OBSERVATIONS ON THE ORIGIN OF SHIMMY 

The energy required for excitation of the shimmy oscillations must 
be transferred to the tail-wheel system capable of oscillation at the 
point of contact between wheel anti runway. 

Due to the wheel's running obliquely to its direction of travel, 
lateral forces are known to originate (refs. 5 ,  6, and 7) which cause 
deformations at the point of contact with the ground. 
the wheel plane is situated with respect to the rolling direction at the 
yaw angle 9, the more these lateral deformation forces increase. These 
lateral forces attempt to restore the obliquely running wheel to the 
direction of travel. They thus counteract a lateral motion of the wheel 
as will occur in shimmying. 

The more obliquely 
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Shimmy can be maintained only by forces acting in the direction of 
the shimmy motion. 
the tire which leads the lateral motion of the wheel. 

They must be connected with a lateral deformation of 

The lateral deformation of the tire which seemingly leads or lags 
with respect to the Aateral motion signifies energy input or energy out- 
put of the oscillating system. 
the force K 
linearly related to the lateral deformation SE, figure 49. Thus 

In first approximation the magnitude of 
transferred at the point of contact may be assumed to be 

The lateral path of the point of ground contact which for rest posi- 
tion of the wheel forms the center of the contact surface is assumed to 
be SB. The energy transferred on the infinitesimal path dsg then is 

Since, however, SB = SR + sE where SR signifies the lateral path of 
the wheel center, dA becomes 

The work transferred during an oscillation process may therefore be 
represented as a diagram in which 
SB = SR + sE 

K .-., SE is plotted against the path 
of the point of ground contact. 

Figures 50 to 52 show slow-motion pictures of shimmying elastic tires 
with about 800 frames per second against the variation of the lateral tire 
deformation, for a full-scale as well as a model wheel, both with high and 
with low tire-inflation pressure. In all cases the change in direction of 
the lateral deviation occurs only after the wheel has passed through the 
position of running straight ahead. In case of the harder tire (figs. 50 
and 51) the change takes place 0.004 to 0.005s after the crossing, in the 
case of the softer one (fig. 52) 0.014s after. The shimmy frequency of 
all these wheels is of the same order of magnitude. 

The deformation diagram or energy diagram which was derived from the 
deformations observed encloses a positive work area (fig. 53) which 
signifies energy absorption of the oscillating system. The shimmying 
oscillation excited must therefore be a stable or self-reinforcing 
oscillation. 

. 
r/ 
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One may prove simply also in an analytical manner that the phase 
shift of the deformation oscillation of the tire with respect to the 
oscillation of the wheel is decisive for the origin of shimmy. 
oscillation of the wheel be given by 

Let the 

SR = R sin Wt 

that of tine tire deformation by 

SE = -E sin(& - E) 

where is the phase shift of the deformation oscillation with respect 
to the wheel oscillation. It was determined experimentally that SE 
changes its sign, with respect to time only after SR, that therefore E 
is positive and smaller than 

E 

2’ 

According to the discussion on page 22 the energy transferred to 
the system is 

If one substitutes therein the above expressions for SR and SE 
and integrates over a complete period, one obtains 

= CUERII sin E 0” 
One sees from it that the energy absorbed by the system A becomes posi- 
tive, that is, that the system can shimmy when E > 0 as was found 
experimentally and in agreement with the above considerations. 

As already shown by the model tests, a tail wheel with only oqe 
degree of freedom of movability about the swivel axis does not shimmy. 
Only another degree of freedom, such as the lateral flexibility of the 
elastic tire, leads to shimmy. Thus one can explain an energy absorption 
of the oscillating system with the sole consideration af the lateral 
deformation of the tire. 
re-formation of the deformation always takes place a few thousandths of a 
second after the wheel’s passage through its straight-ahead running position. 

The slow-motion pictures confirm that the 
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The delay in the re-formation of the deformation will be the greater, 
the softer the tire. According to the explanations given so far, the -. 
softer tire should absorb more energy, with reference to the oscillation 
phenomenon, and should lead to more pronQunced shimmy. However, with 
increasing softness of the tire, the variation of the cornering force of 
the tire on the ground also changes as a function of the yaw angle. The 
cornering characteristic curve of the tire then shows a flatter Variation 
(refs. 3 ,  8, and g ) ,  that is, for equal lateral deformation and also for 
equally oblique run the softer tire is, in the range of yaw angle con- 
sidered, capable of transferring only correspondingly smaller lateral 
forces and thus less energy. Thus tire deformation and cornering power 
complement one another, and the most pronounced shimmy will not occur 
either in the case of the harder or the softer tire but there where both 
influences complement one another to a maximum amount of transferable 
energy. 

Even though in the model test the shimmy increased with the tire- 

The decisive factor is, whether the 
inflation pressure, it may nevertheless decrease in case of another model 
wheel or under actual conditions. 
shimmy-test values used have exceeded the most favorable relationship 
between tire stiffness and cornering values or have fallen short of it. 

A calculation taking into consideration such influences which largely w 

determine the shimmy is being carried out separately at the institute, 
and a separate report on it will be made. 

Y 

VIII. SUMMARY 

The experimental investigations of the causes of shbny in airplane 
tail wheels and the means to its prevention were carried out with model 
wheels on running belts, and with a full-scale tail wheel on a rotating 
drum and, after installation in a trailer, on the road. 

For the model tests, tail wheels with pneumatic tires on the 
scale 1:2 and elastic solid-rubber wheels on the scale 1:lO were used. 
The comparatively large model wheel 1:2 permitted more accurate measure- 
ments which could be converted more exactly to full-scale conditions, but 
did not allow an investigation of the influences on shimmy of the airplane 
mass and its moments of inertia about the principal airplane axes, and of 
the stiffness of the fuselage. With the small model scaled l:lO, the air- 
plane characteristics mentioned could be simulated and investigated as to 
their fundamental effect on shimmy. 

It was found that the vertical motions of the airplane mass excited 
by the tail-wheel shimmy increase the shimmy deflections only slightly and a 

extend the shimmy range which is dependent on the rolling speed only 
insignificantly . - 
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The fuselage s t i f fness  and the moments of i n e r t i a  of the airplane 
a l so  a f f ec t  the shimmy tendency only s l ight ly .  Essentially, only the  
shimmy a t  the l i m i t  of i t s  occurrence range i s  noticeably affected; par- 
t i cu l a r ly  the upper l imiting speed above which no shimmy occurs i s  
increased by about 10 t o  20 percent, due t o  the shimmy promoting s l igh t  
l a t e r a l  inclinations of the tail-wheel swivel axis which a re  possible 
owing t o  the tors ional  f l e x i b i l i t y  of the airplane fuselage. 

In  the speed range with maximum shimmy'deflections no noticeable 
influence of the airplane masses and s t i f fnesses  appears. 

Consequently, the investigations on the large model could be per- 

For a t a i l  wheel without damping i n  the swivel-axis bearing 
formed without the extensive construction required for  simulation of 
the airplane. 
the following f a c t s  were recognized: 

Oscil lations occur mostly only a f te r  a preceding external excitation, 
f o r  instance, by oblique ground contact between t a i l  wheel and runway, or  
by runway obstacles. The shimmy tendency i s  affected very strongly by 
modification of the wheel trail. For the present design it i s  most pro- 
nounced f o r  a t r a i l  of 25 t o  35 mm (the r a t i o  of t ra i l  t o  wheel diameter 
i s  on the  average c f Z  = 3 = 0.23) regardless of whether the swivel axis 

is  inclined i n  or against the direction of travel. 
res tor ing forces about the swivel axis exert  only s l i gh t  influence. Here, 
too, the osc i l la t ing  tendency i s  determined by the thus modified magnitude 
of t r a i l .  
ceases altogether f o r  0 or 78 t o  80 mm trail ,  thus for  a r a t i o  t ra i l  t o  
wheel d-iameter of 

i 

The effect ive 

With increasing or decreasing t r a i l  the  shimmy i s  reduced and 

cst  = 0.62. 

The shimmy varies also with the running speed. It occurs i n  the 
present case between a lower speed limit of 151 t o  [lo] km/hr and an 
upper one of [60] t o  [75] km/hr, with the maximum value a t  [27] km/hr. 

The amount of f r i c t ion  between t i r e  and runway af fec ts  chief ly  only 
the shimmy deflections i n  case of unfavorable values of t r a i l  and speed; 
the shirmny range I s  only s l igh t ly  affected by it. 

A very large influence i s  exerted by the load. Not only the shimmy 
deflections increase with it, but a l s o  the ranges of t r a i l  and speed i n  
which shimmy occurs. 

The e f fec t  of the t i re - inf la t ion  pressure is, on the whole, not 
decisive. 

A ce r t a in  m e a n s  f o r  revention of shimmy i s  the damping i n  the swivel 
axis. However for  9 kg load and unfavorable values of t r a i l  and 
speed 41.1 F5j cm kg damping moment had t o  be applied fo r  complete 
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elimination of shimmy. 

swivel axis may be calculated according to the formula indicated by him. 
It is, for a wheel of 260 m diameter, 70 kg wheel load, and an adhesive- 
ground friction coefficient 

The investigations of Kantrowitz (ref. 4) confirm 
the favorable effect of a damping. "he damping moment required in the 

.,A 

pH = 0.65: 

[30 to 803 cm kg 

and thus lies in the order of magnitude of the required damping moment 
determined in the present report by a purely experimental method. 

Restoring springs or cam plates with restoring action have only 
little effect unless a certain self-alinement already exists in zero 
position. 

Results obtained with the full-scale wheel on the rotating drum and 
on the road were in satisfactory agreement. 
of shinnny of tail wheels, supported by slow-motion pictures of the shim- 
mying phenomenon, led to the finding that in case of laterally rigid 
position of the swivel axis and rigid tire every excited shimmy oscilla- 
tion must be damped since the energy supplied is consumed by the friction. 
A laterally rigid tire may shimmy when the swivel axis shows, for instance, 
lateral play or freedom of motion. The deformability of the tire gives 
rise to a condition where the center of the contact area between tire and 
runway leads the center of the wheel throughout most of the path of the 
oscillating wheel. 
the motion of the wheel, new energy is continuously supplied to the oscil- 
lating structure; consequently, the oscillation is self-reinforcing. 

Considerations of the causes 

a 

J 

Since therein lateral forces act in the direction of 

This leads to the assumption that, fundamentally, the shimmying 
should increase with increasing softness of the tire. 
the flattening of the curve of cornering force against the angle of yaw 
of the wheel, the energy transferred from the runway to the oscillating 
system does nevertheless not show any significant increase per oscillation 
with increasing softness of the tire. 

However, due to 

In cooperation with the Reichsanstalt fILr Film und Bild in 
Wissenschaft und Unterricht (Reich institute for films and pictures in 
science and instruction) a film was made of the tests on tail-wheel shimmy 
which also contains the slow-motion pictures shown here in excerpt; this 
film presents a valuable supplement to this rep~rt.~ 

&The film "Tail-wheel shimmy" may be obtained from the Reichsanstalt 
f&? Film und Bild in Wissenschaft und Unterricht (Reichs institute for 
films and pictures in science and instruction), Berlin, through the ZWB. e 
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IX. FURTHER TESTS 

27 

The model tests resulted in usable agreement with the full-scale 
However, this does not yet provide a direct estimate wheel 260 x 83. 

for wheels of arbitrary size. 

Since the drum tests had shown good agreement with road tests, tires 
of other sizes may be investigated in this manner. For the evaluation of 
theoretical investigations, knowledge of the cornering characteristics of 
the wheel for different values of yaw angle and tire deformation is 
important. 

The influence of trail and the shimmying range of the rolling speed 
are to be determined for various tire sizes in order to make extrapolation 
of vzlues (particularly for even larger tires) possible. 

Since a practical application of a friction damping encounters dif- 
ficulties, further tests are being carried out with fluid dampers. 
separate report will be made concerning these results. 

A 

Translated by Mary L. Mahler 
National Advisory Committee 
for Aeronautics 
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Figure 1.- Rubbing track of a shimmying airplane tail wheel on a tar- 
macadam runway. The tail wheel was built in between the rear 
wheels of a trailer with front-wheel drive. 
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Figure 2.- Lateral deformation of the standing tire of the full-scale tail 
wheel and of the model wheel. Full-scale wheel 260 by 85; model 
wheel 120 to 130 mm diameter, for  various tire-inflation pressures. 
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Model scale 
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Yaw angle u 

Figure 3.- Cornering forces of the model and of the full-scale wheel. 
Full-scale wheel 260 by 85; running velocity 19[21 ; model wheel 
120 mm diameter; adhesive-friction coefficient IJH = 0.7; model 
scale: forces 1:8, lengths 1:2, velocities 1:1.41. 
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Loading weight 
Friction disks 

Figure 4.- Schematic representation of the guiding system of the model 
wheel with load arrangement. 
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a. 

C. 
b. 

d. 
e. 
f. 
g. 

Inclinometer (angle p )  
Inclination scale 
Shimmy-angle indicator (angle a) 
Shimmy-angle scale 
Weights for measurement of ground pressure 

Lifting yoke 
mpe Pulley 

7 

Figure 6.- View of tail wheel with parallelogram linkage and support 
fixture. 
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a. Friction damper 
b. Friction surface with interlining 
c. Swivel-axis housing 

Figure 7.- Model tail wfieel with swivel axis and friction damping. 

35 
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Figure 8.- Restoring of tail wheel to straight-ahead position by two 
tension springs a on the cross a rm b. 
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Figure 9.- Restoring of tail wheel to straight-ahead position by one 
tension spring a on a longitudinal arm b. 



NACA TM 1376 
- 

Figure 10.- Restoring of tail wheel to straight-ahead position by roller 
a and the cam plate b. 
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a. Rotatable flexible longitudinal axis 
b. Adjustable weights of airplane-moment of inertia 
c. Shimmy-angle indicator 
d. Shimmy-angle scale 
e. Cross connection 
g. Lever for hinging the parallelogram linkage (compare fig. 4) 

Figure 11.- Model apparatus with simulation of a torsionally flexible 
airplane fuselage (scale 1:2). 
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b. Laterally adjustable spring holders 
c. Twist scale 

Figure 12.- Cross-bar spring a for springing of the longitudinal axis. 
Torque levers with masses taken off. 
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-- Ceiling of room 

T 
a. Fuselage -longitudinal tube 
b. Wing-transversal tube 
cl, c2, c3 adjustable weights 
d. Tail wheel 
e. Swivel axis 
f. Housing of tail-wheel bearing 
g. Rotatable rod in fuselage tube 
h. Recording apparatus for shimmy motions 
i. &cording apparatus for vertical motions 
k. Suspension springs 
2 .  Restraining line 

41 

Figure 13.- Schematic representation of the model tail wheel with 
horizontally suspended airplane fuselage on a running belt. 
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c 
J 

a. Loading lever 
b. Loading weight 
c. Scale for indication of shimmy angle 
d. Restoring springs (built in for experimental purposes only) 
e. Cornering-force meter 
f. Velocity indicator 

Figure 14.- Over-all arrangement of a full-scale tail wheel with shock 
strut on a rotating drum. 

. 
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Figure 15.- Full-scale tail wheel on drum. Trail of tail wheel adjustable. 
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r 

a. Guiding lever 
b. Loading spring 
c. Recording apparatus for  shimmy oscillations 
d. Unloading lever 

Figure 16.- Full-scale tail wheel with shock-strut, between the rear 
wheels of a truck with front-wheel drive. 

. 
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U'ithout fuselage elasticity 

Vertical motions of 
airplane fuselage 

(a) Airplane fuselage torsionally flexible. 
(b) Airplane fuselage torsionally rigid. 

Figure 17.- Shimmy oscillations of the tail wheel with inclined swivel 
axis for fixed airplane fuselage freely oscillating vertically. 
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Vi eight of tail wheel 

(a) Wheel with light-metal r im (130 mm diameter). 
(b) Wheel with steel r im (130 mm diameter). 

Figure 18. - Shimmy oscillations for different tail-wheel weights 

E 

G and 
three different loads P. Trail, running speed and adhesive-friction 
coefficient PH the same. Scale of length: 1:2. 
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a. Recording apparatus for  shimmy oscillations. 

Figure 19.- Running belt with model airplane (scale 1: lO) .  Housing of 
swivel-axis support fixed. Correct wheel-ground pressure (4 kg) by 
vertical springing in the swivel-axis housing. 

47 
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Figure 20.- Running belt with model airplane (scale 1: lO) .  Housing of 
swivel-axis support free. Twist of fuselage, mom2nt of inertia 
Jx, J,, and Jz, weights, and position of center of gravity (according 
to Me 109) affect the tail wheel. 
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Torsionally rigid airpiant? iusol2z:c 
r _ -  Tmii 15 d;oJ mn: Airplane rn'iss 

Figure 21.- Recording-apparatus traces of the shimmy motions of the 
tail wheel. Swivel-axis housing fixed. 
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Figure 22.- Recording-apparatus traces of the shimmy motions of the 
tail wheel. Swivel-axis housing free. Influence of torsional flexibility 
and mass distribution of the airplane. 
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Figure 23.- Angle of twist of the fuselage in tail-wheel shimmy. Tor- 
sional rigidity : = 136 k.35 x l O q  m kg. Standard adjustment: 
swivel-axis inclination p = Oo; velocity v = 19 [25] km/hr; load 
P = 6.3 kg; friction coefficient 
p = 1.5 to 2.0 atmospheres gage inflation pressure. 

pH = 0.4 to 0.5; tire pressure 
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Figure 24.- Tail-wheel shimmy for various moments of inertia about the 
fuselage axis and for a relative torsional rigidity of the fuselage of 
C - = 136 h.35 x 103 m kg. Swivel-axis inclination p = Oo; velocity 2 
v = 19 [Zd km/hr; load P = 6.3 [50] kg; friction coefficient 
pH = 0.4 to 0.5; t ire pressure p = 1.5 to 2.0 atmospheres gage 
inflation pressure. 
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Figure 25.- Recordings of the torsional oscillations of the simulated air- 
plane fuselage for various airplane -moments of inertia about the 
longitudinal axis of the airplane, and for various trails. el = 0.007 m kg s2;  
02 = 0.013 m kg s 2 ; o3 = 0.036 m kg s 2 (compare fig. 24); 
84 = 0.054 m kg s 2 . 
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10 20 30 40 
Trail i 

50 60 7 0 f i  60 
Figure 26.- Angle of twist of fuselage in tail-wheel shimmy for 

various moments of inertia of the airplane. Torsional 
rigidity 
load P = 6.3 bq kg; adhesive-friction coefficient wH = 0.4 to 0.5. 

= 56 m kgL1.8 x l o g  m kg; velocity v = 19 [2a km/hr; 
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Figure 27. - Tail-wheel shimmy for  various moments of inertia. Tor- 
sional rigidity + = 56 m kg h8Oq m kg; swivel-axis inclination 
P = 0'; load P = 6 kg; adhesion coefficient - 0.4; tire pressure 

. p = 1.5 atmospheres gage inflation pressure; velocity v = 50 km/h 
(tachometer) . 
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Figure 28.- Influence of the trail i and the inclination angle p of the 
swivel axis in the direction of travel on the shimmy of tail wheel 
(p positive). Velocity v = [27 km/hJ ; load P = 6.25 
adhesive-friction coefficient pH = 0.4 to 0.5; tire-inflation pressure 

p = 1.5 to 2.0 atmospheres gage inflation pressure. 

kg; 
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Figure 29.- Influence of trail i and of the inclination angle p of the 
swivel axis against the direction of travel on tail-wheel shimmy 
(a negative). Velocity v = [27 km/h] ; load P = 6.25 E63 kg; 
adhesive-friction coefficient pH = 0.4 to 0.5; tire-inflation pressure 
p = 1.5 to 2.0 atmospheres gage inflation pressure. 
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Figure 31.- Influence of velocity on the shimmy of tail wheels for 
i = 20 @a mm trail. Load P = 6.25 
sure p = 1.5 atmospheres gage; swivel axis vertical. 

kg; tire-inflation pres- 
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Figure 32. - Influence of friction on tail-wheel shimmy. Velocity 
v = B7] km/hr; load P = 6.3 
p = 1.5 atmospheres gage inflation pressure. 

kg; tire pressure 

. 
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Figure 33.- Influence of load P on tail-wheel shimmy. Tire 
pressure p = 1.5 atmospheres gage inflation pressure; inclination 
of swivel axis P = 00; friction coefficient PH = 0.4. 
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Figure 34. - Shimmy angle fo r  various tire -inflation pressures. Load 
P = 6.3 kg kg; adhesion friction PH = 0.4. 
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Figure 35.- Damping of shimmy motions by friction (compare fig. 7). 
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Figure 36.- Friction moment at the swivel axis of the tail wheel required 
for avoidance of shimmy. Velocity v = 19 L2a km/hr; adhesive- 
friction coefficient pH = 0.4 to 0.5; swivel axis vertical. 
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Figure 39.- Shimmy damping by one restoring spring. 
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Figure 40.- Cam plates for test arrangement according to figure 10 (to 
scale) with the characteristics of the restoring moments. 
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Figure 41.- Damping with cam plate and pressure roller. Curve form 
according to figure 40a. 
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Figure 42.- Damping with cam plate and pressure roller. Curve form 
according to figure 40b. 



NACA !I'M 1376 

20 40 
I I 

60 80 l00m.m /20 
Trail i 

Figure 43.- Shimmy angle a and trail i of a full-scale tail wheel in 
tests on the rotating drum. Tire size 260 x 85; adhesive-friction 
coefficient pH = 0.7 to 0.08; swivel axis vertical; velocity 
v = 40 km/hr. 
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Running speed v 

Figure 44.- Connection between trail and running speed for  shimmy. 
Tests on the rolling-field drum, swivel axis vertical. 
load 50 kg. 

Tire 260 x 85; 
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Figure 45.- Shimmy on the road with full-scale tail wheel. Installation 
in a passenger car (compare fig. 16). Trail i = 20, 40, 75, and 100 mm; 
tire 260 x 85; runway: asphalt, dry, PH = 0.72; load P = 100 kg; 
velocity v = 40 km/hr. 

73 
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I. Ve hicle stationary 
11. Vehicle laterally excited 
III. Vehicle vertically excited 

Figure 46.- Shimmy of the full-scale tail wheel on the rolling field 
(passenger car with built-in tail wheel). Trail i = 20, 40, 75, 
and 100 mm; tire 
PH = 0.75; load P = 100 kg; velocity v = 40 km/hr. 

260 x 85; adhesive-friction coefficient 
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Figure 47.- Comparison of the test results obtained with the full-scale 
tail wheel on drum and road. Drum: iron,clH = 0.75; road: asphalt 
PH = 0.72; wheel size: 260 x 85; load P = 100 kg; velocity 
v = 40 km/hr. 
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Figure 48.- Comparison of the ranges of tail-wheel shimmy of full-scale 
wheel on drum and of model wheel on running belt. 
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A 

SB lateral path of point of ground contact SB = SR + SE 
SR lateral path of wheel center 

SE lateral deformation of tire 
K lateral force on ground perpendicular to plane of tire 
A center of contact area 
B ground projection of wheel-center point 

3 
Figure 49.- Representation of the lateral paths and deformations in shimmy. 
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Figure 50. - Lateral deformation of a full-scale tire on a shimmying tail 
whsel on the rotating drum. Tire pressure 2.5 atmospheres gage 
inflation pressure. Change in direction of the lateral deformation 
0.004 to 0.005s after passage through straight -ahead position. 
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Figure 51.- Lateral deformation of a pneumatic tire on a shimmying 
model wheel on the running belt. High tire-inflation pressure (1.6 
atmospheres gage inflation pressure). Change in direction of the 
lateral deformation 0.004s after passage through straight-ahead 
position. 
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Figure 52.- Lateral deformation of a pneumatic tire on a shimmying 
Low tire inflation pressure (0.8 

Change in direction of the 
model wheel on the running belt. 
atmospheres gage inflation pressure). 
lateral deformation 0.014s after passage through straight-ahead 
posi t ion 
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Figure 53.- Energy diagram from the variation of tire deformation 
according to slow -motion pictures. 
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